Low Loss SAW 469.9 MHz Filter

Bandwidth 0.45 MHz
Part Number A070-469.9M1

Complies with Directive 2002/95/EC
(RoHS)

PRELIMINARY DATA

0.000
| . -5000
5000 ] K
/ [ -10.000
10000 -15.000 H
-20.000
-15.000 -25.000 1
-30.000 K
-20.000 i
-35.000 l
-40.000
-25.000 ‘
-45.000
[l
5000 50000 (L W\ \ Wn\mm Jiin. -
gERreEgesEgplgtgzited EEREREREREEERERERE R G
¢ 2% g2 2% 388 3288 8§58 % 88 3§52 588325855 58¢8¢835868¢%§:¢
Parameter Unit Min Typ Max
Central frequency MHz 469.87 469.9 469.96
Inserted loss (unmatched) dB - 3.5 4
Bandwidth @-2dB MHz 0.4 0.45 -
Bandwidth @-20dB MHz 13 14 .
Amplitude ripple dB 0.4 0.5 1.2
IL variation over temperature dB - 1.2
Ultimate rejection dB - 45.0 -
Substrate 36YX Quartz
Temperature coefficient - 60*10-9/°C? -
Turnover temperature °c 20 33 40
Temperature range °c -55 85
Notes:
1. The design, manufacturing process, and specifications of this filter are subject to change.
2. Specification valid for measurements in AEC Design test fixture
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Dimensions in mm
Mass 0.8 g

©2011

htpp://aec-design.com




